
Power Supply Lithium Battery

Material Aluminium

Dimension 3.3 *1.9 (m)

6 knots

60 kg

>5 km

8 Hours

Operate SS-2, Survive SS-4

Payload

Work Speed

Communication 
Range

Sea State

Cruising Ability

MULTIFUNCTIONAL
USV M40

Technical Parameters Advantage

Streamlined catamaran hull design, which offers 
a steady platform for deployed equipment. 

Aluminium material, do not need external circulation of water cooling, no 
pollutant emission, accurate water quality sampling & monitoring   

Good deployment carrying capacity 



Application

Application Case

Topographic Survey Geomorphic Exploration
(Underwater Construction)

Geomorphic Exploration
(Pipeline Monitoring)

Water Quality Monitoring Hydrographic Survey Water Sampling

Topographic Survey
at Sea Area of Xi Sha

Anchorage Ground
Survey at Shenzhen Bay 

Water Quality Distribution 
Map of River

Topographic Survey
at Thousand Islet Lake  
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Multibeam Echo Sounder

ADCP

Description No. Model No.

Recommend Deployed Equipment

Side Scan Sonar

Forward-looking Sonar

Online Multi-Parameter
Water Quality Instrument

Odom Echotrac CV200 / CV100
Haiying HY1601 / 1602

South SDE-18

Reson T20
Odom MB1 / MB2

Beijing Lanchuang Shark S450U

BlueView M-450
Kongsberg M3

HACH DS5 / MS5
YSI EXO Series

Sailhero XHFP / XHMP

Sontech M9/S5
RDI Ruijiang

Linquest
Nortek
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